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External Yard4

Princes Business
Centre

Summerleys Road

* * *

For Tender

Car parking areas and
perimeter footpaths are to
have permeable concrete
block paving, Marshall's
Prioria or similar, all to
engineers specification.
Block paving is to be laid
in accordance with
manufacturers details as
part of the site-wide SUDS
scheme.Blocks to be
coloured Charcoal with
parking bays defined with
natural concrete coloured
blocks. Refer to BCAL
details.

The operational yard area
is to be paved with in-situ
concrete in accordance
with the Engineers details.

Drop kerb and tactile paving
to A.D. Part M standard

Disabled parking bay to
A.D. Part M standard

Lay
to
fall

Unit 1
Office

Entrance

Lay
to
fall

Guard rail with
cane detector

Unit 2
Office

Entrance

The operational yard area
is to be paved with in-situ
concrete in accordance
with the Engineers details.

Drop kerb and tactile paving
to A.D. Part M standard

Disabled parking bay to
A.D. Part M standard

Car parking areas and perimeter footpaths are to
have permeable concrete block paving, Marshall's
Prioria or similar, all to engineers specification.
Block paving is to be laid in accordance with
manufacturers details as part of the site-wide
SUDS scheme. Blocks to be coloured Charcoal
with parking bays defined with natural concrete
coloured blocks. Refer to BCAL details.

Concrete slab for
Substation to

engineer's design

Concrete slab for
bicycle shelter to
engineer's design

Concrete slab for
bin store to

engineer's design

Site
Entrance

Manual operated sliding gates with
substantial locking facility. Refer to

Spec clause Q40.

2.5m high galvanised steel
vertical post fencing.
Refer to Spec clause Q40

2.5m high galvanised steel
vertical post fencing.
Refer to Spec clause Q40

Existing fence
along eastern
site boundary
to be retained

Soft landscape to
Landscape Architect's
design and specification

Soft landscape to
Landscape Architect's
design and specification

Soft landscape to
Landscape Architect's
design and specification

Soft landscape to
Landscape Architect's
design and specification

The operational yard area
is to be paved with in-situ
concrete in accordance
with the Engineers details.

Retaining wall to
BCAL's drawings,
design and
specification.

UNIT 8

Fire
Exit

UNIT 1

Goods
Door

Soft landscape to
Landscape Architect's
design and specification

Soft landscape to
Landscape Architect's
design and specification

Terram Bodpave 85 porous paving
laid on a suitable sub-base to
Engineers specification as part of
the SUDS scheme. Pavers are to
be filled with graded angular gravel
aggregate with an underlying
weed control permeable
geo-textile. Car bay proprietary
marker inserts are to be provided.

Road to be paved with
in-situ concrete in
accordance with the
Engineers details.

2.5m high galvanised steel
vertical post fencing.
Refer to Spec clause Q40

UNIT 4

Main car park

2.5m high galvanised steel
vertical post fencing.
Refer to Spec clause Q40

Perimeter footpaths are to
have permeable concrete
block paving, Marshall's
Prioria or similar, all to
engineers specification.

2.5m high
galvanised
steel vertical
post fencing.

Line of top bank of gabion wall
(Gabion wall construction refer
to BCAL's drawings)

10m wide
Ecology

Buffer ZoneEcology Buffer Zone
Zone to be fenced off and kept
clear during construction

Drop kerb and tactile paving
to A.D. Part M standard

Lay
to
fall

Unit 3
Office

Entrance

Lay
to
fall

Unit 4
Office

Entrance

Unit 3
Goods
Door

Unit 2
Goods
Door

Unit 1
Goods
Door

Unit 4
Goods
Door

The operational yard area
is to be paved with in-situ
concrete in accordance
with the Engineers details.

Drop kerb and tactile paving
to A.D. Part M standard
Disabled parking bay to
A.D. Part M standard

The operational yard area
is to be paved with in-situ
concrete in accordance
with the Engineers details.

Drop kerb and tactile paving
to A.D. Part M standard

Disabled parking bay to
A.D. Part M standard

Permeable concrete block
paving, Marshall's Prioria or
similar, all to engineers
specification.

Permeable concrete block
paving, Marshall's Prioria or
similar, all to engineers
specification.

Permeable concrete block
paving, Marshall's Prioria or
similar, all to engineers
specification.

Drop kerb and tactile paving
to A.D. Part M standard

Disabled parking bay to
A.D. Part M standard

Permeable concrete block
paving, Marshall's Prioria or
similar, all to engineers
specification.

Drop kerb and tactile paving
to A.D. Part M standard

Disabled parking bay to
A.D. Part M standard

Drop kerb and tactile paving
to A.D. Part M standard

Disabled parking bay to
A.D. Part M standard

Permeable concrete block
paving, Marshall's Prioria or
similar, all to engineers
specification.

Drop kerb and tactile paving
to A.D. Part M standard

Disabled parking bay to
A.D. Part M standard

Permeable concrete block
paving, Marshall's Prioria or
similar, all to engineers
specification.

Unit 5
Goods
Door

Unit 6
Goods
Door

Unit 7
Goods
Door

Unit 8
Goods
Door

Unit 8
Office

Entrance

Unit 7
Office

Entrance

Unit 6
Office

Entrance

Unit 5
Office

Entrance

Car parking areas and
perimeter footpaths are to
have permeable concrete
block paving, Marshall's
Prioria or similar, all to
engineers specification.
Block paving is to be laid
in accordance with
manufacturers details as
part of the site-wide SUDS
scheme.Blocks to be
coloured Charcoal with
parking bays defined with
natural concrete coloured
blocks. Refer to BCAL
details.

150mm dia. steel tube
door jamb protection
bollards 1.2m ht.

150mm dia. steel tube
door jamb protection
bollards 1.2m ht.

150mm dia. steel tube
door jamb protection
bollards 1.2m ht.

150mm dia. steel tube
door jamb protection
bollards 1.2m ht.

150mm dia. steel tube
door jamb protection
bollards 1.2m ht.

150mm dia. steel tube
door jamb protection
bollards 1.2m ht.

150mm dia. steel tube
door jamb protection
bollards 1.2m ht.

150mm dia. steel tube
door jamb protection
bollards 1.2m ht.

UNIT 5

Scale: 1:100
Main Car Park2 Scale: 1:100

Unit 5 Fire Escape Footpath3

Scale: 1:100
Site Entrance1

Guard rail with
cane detector

Guard rail with
cane detector

Guard rail with
cane detector

2.5m high
galvanised
steel vertical
post fencing.
Refer to Spec
clause Q40

Lockable
Personnel

Access Gate
Spec Clause

Q40
Lockable
Personnel

Access Gate
Spec Clause

Q40

Line of Tree Root Protection
Area. TRP area to be fenced off
during construction in
accordance to Patrick Stileman
Ltd dwg. DS08071601.04

Broxap Arbroath motorcycle rack,
4300mm long to accommodate 5no
motor cycles. The rack is to be finished
Anthracite grey RAL7016. An in-situ
concrete base will be provided with base
plate fixing pads. Refer to Spec clause
Q50.1

Broxap Wardale 3600mm long 8 space
cycle shelter The shelter is to be
galvanised and PPC finished RAL 7016
Anthracite grey. An in-situ concrete
base will be provided to Engineer's
details. The shelter will be fixed in
accordance with manufacturer's
instructions. Refer to Spec clause Q50.2

Bin Store
Hit-and-miss timber screen will be constructed
to screen the bin store. The bin store will be
1800mm high and will be constructed of rough
sawn pressure preservative treated timber, all
screw fixed. The timber will receive a further
coat of suitable compatible preservative
post-construction. Refer to Spec clause Z10.1

Armco Barriers refer to
Spec clause Q41.1

Site Boundary

Ecology Buffer Zone
Zone to be fenced off and kept
clear during construction

Site Boundary

Site boundary

Perimeter footpaths are to
have permeable concrete

block paving, Marshall's
Prioria or similar, all to

engineers specification.

Perimeter footpaths are to
have permeable concrete
block paving, Marshall's
Prioria or similar, all to
engineers specification.


